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The "metallic distribution modules" can be placed both over and under the 

worktop of the bench. 
They can be also used in vertical position like supply columns. 

They are supplied complete with 2 meters long power cord. 
Standard dimensions: cm. 100 x 8 x 8. Special dimensions on request. 

 
IT.0100.CA - Metallic distribution module type A 

• Magneto-thermal switch 1P+N 16A with 
differential section 30mA 

• Pilot lamp  
• 4 universal sockets 220V 10/16A Italian 

Schuko- USA 
 

 
 

 

IT.0100.CB - Metallic distribution module type B 
 

 

 
• 8 universal sockets 220V 10/16A 

Italian Schuko- USA 
 

IT.0100.CC - Metallic distribution module type C 
• Magneto-thermal switch 1P+N 16A with 

differential section 30mA  
• Emergency pushbutton 
• Consent by means of key switch with 

contactor. 
• Pilot lamp 
• 4 universal sockets 220V Italian Schuko- 

USA 
 

 
 

 

IT.0100.CD - Metallic distribution module type D 
 

 
 
 

 

• Magneto-thermal switch 1P+N 16A 
with differential section 30mA  

• Pilot lamp  
• 4 universal sockets 220V Italian 

Schuko- USA 
• Single-phase outputs, insulated by 

means of safety transformer 1x12V 
and 1x24V 4A, protected by means of 
two unipolar 4A magneto-thermal 
switches. 
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IT.0100.CF - Metallic distribution module type F 

• Magneto-thermal switch 1P+N 16A with 
differential section 30mA  

• Pilot lamp  
• 4 universal sockets 220V Italian Schuko- 

USA 
• Single-phase outputs insulated by means 

of safety transformer 2x12V and 2x24V 
4A, protected by means of two unipolar 
4A magneto-thermal switches. 

 

 
 
 

 

IT.0100.CG - Metallic distribution module type G 
 
 
 
 
 

 

• Magneto-thermal switch 1P+N 16A 
with differential section 30mA  

• Emergency pushbutton 
• Consent by means of key switch with 

contactor 
• Pilot lamp  
• 4 universal sockets 220V Italian 

Schuko- USA 
• Single-phase outputs insulated by 

means of safety sockets 2x12V and 
2x24V 4A, protected by means of two 
unipolar 4A magneto-thermal switches. 

 
IT.0100.CAA - Metallic distribution module type H 

• 10A Bipolar magneto-thermal switch 
• 30mA pure differential switch 
• Pilot lamp  
• 4 universal sockets 220V 10/16A Italian 

Schuko- USA 
 

 
 

 

IT.0100.CAB - Metallic distribution module type I 
 
 

 

• 10A Bipolar magneto-thermal switch  
• Prearranged for placement of 30mA 

pure differential switch 
• Pilot lamp  
• 4 universal sockets 220V 10/16A 

Italian Schuko- USA 
 
 


